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code inside diameter outside diameter working pressure burst pressure weight nominal length max

mm inch mm inch bar psi bar psi kg/m lbs/ft m ft
1431340 25 1 36,5 1,44 80 1200 240 3600 0,89 0,60 120 400
1431358 32 1-1/4 43,5 1,71 80 1200 240 3600 1,22 0,82 120 400
1416456 38 1-1/2 49,5 1,95 80 1200 240 3600 1,41 0,95 120 400
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Artificial snow hose
Application: steel cord hose for the delivery of water under pressure 
from both the main water system to the snow gun, and to the gun itself.
Temperature: from -40°C (-40°F) to +60°C (+140°F).
Construction
Tube: black, smooth, synthetic rubber.
Reinforcement: inserts of steel wire.
Cover: red, smooth (wrapped finish), long lasting synthetic rubber, 
weathering and ozone resistant.
Branding: continuous yellow stripe “IVG Water (family logo)...”.
Also available upon request: 1.Different diameters 2.Different working 
pressures.

 RU
Напорный рукав для снежных 
пушек
Применение: напорный рукав с усилением из металлокорда, 
для подачи воды в системах искусственного заснежения - 
снегогенераторах, как вентиляторных, так и мачтовых.
Температура: от -40°C до +60°C.
Конструкция
Внутренний слой: черного цвета, гладкий, из синтетического 
каучука.
Усиление: слои металлокорда.
Покрытие: красного цвета, гладкое (отпечаток текстильного 
бандажа), из износостойкого синтетического каучука. 
Маркировка: желтая маркировочная лента “IVG Water (логотип 
группы)...”. 
В наличии по запросу: 1.Другие диаметры 2.Другое рабочее 
давление.

IVG Colbachini is not liable for the use or applications that differes from 
what is confirmed in their technical catalogue, product sheets, offers, order 
confirmations and recommendations contained in them. For a correct use 
please refer to “Recommendations for the selection, storage, use and 
maintenance of rubber hoses”, published by Assogomma and available on 
www.ivgspa.it


