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ABRASIVO/40 
 

 
 
Mandrel built delivery hose for plaster, concrete, slurry and abrasive materials. 
 
DESCRIPTION 
Tube black, NR/SBR, abrasion resistant 
Reinforcement textile plies 
Cover smooth, black, NR/SBR, abrasion, ageing and ozone resistant, cloth finish  
Marking embossed: ABRASIVO/40 WP 40 BAR (WP 600 PSI) BP 100 BAR (BP 

1500 PSI) TUDERTECHNICA MADE IN ITALY 
 
TECHNICAL CHARACTERISTICS 
Temperature range -40°C / +70°C 
     
 

Inside 
diameter 

Outside 
diameter 

Working  
Pressure 

Burst  
pressure 

Appr. 
weight 

Bending 
radius 

[mm] [mm] [bar] [bar] [kg/mt] [mm] 

19 31 40 100 0,60 - 

25 37 40 100 0,68 - 

25 39 40 100 0,73 - 

32 46 40 100 0,94 - 

35 49 40 100 1,14 - 

35 50 40 100 1,17 - 

38 54 40 100 1,25 - 

38 58 40 100 1,37 - 

40 55 40 100 1,28 - 

51 67 40 100 1,79 - 

51 69 40 100 1,99 - 

51 71 40 100 2,04 - 

63 80 40 100 2,62 - 

63 82 40 100 2,68 - 
Maximum coil length: 61mt 


